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COCLING OF GAS TURBINES
VI - COMPUTED TEMPERATURE DISTRIBUTION THROUGH
CROSS SECTION OF WATER-COOLED TURBINE BLADE

By John N. B. Livingood and Eldon W. Sams

SUMMARY

A theoretical analysis of the cross-sectional temperature dis-
tribution of a water-cooled turbine blade was made using the relax-
ation method to solve the differentlal eguation derived from the
analysis. The analysis was applied to a specific turbine blade and
the studies Included investigations of the accuracy of simple methods
to determine the temperature distribution along the mesan line of the
rear part of the blade, of the possible effect of varying the peri-
metric distribution of the hot-gas-to-metal heat-transfer coefficient,
and of the effect of changing the thermal conductivity of the blade
metal for a constant cross-sectional-area blade with two 1/4-inch
diameter coolent passages. In order to determine the effect of having
a coolant passage nearer the trailing edge, the temperature at the
trailing edge of the same size blade with five coolant passages was
found for several thermal conductivities and lengths of the rear part
of the blade, The distance from the trailing edge to the nearest
coolant passage was limited by minimum wall clearance and mininum
passage dlameter. A similear investigation was also made to determine
the effect of doubling the blade size and using seven coolant passages.

The results indicated that & good approximetion to the temper-
ature distribution along the mean line of the rear part of a turbilne
blaede of exact shape may he obtained by a calculation of the temper-
ature distribution through a wedge of comparsble dimensions. The
temperature distribution through the cross section of a constant-
area water-cooled turbine blade was only slightly changed by use of
8 varlsble hot-gas-~to-metal heat-transfer coefficient but was affected
by changes in the thermal conductivity of the metal. A reduction in
length of the rear part of the blade from 0.365 inch to 0.240 inch
resulted in a 350° F drop in tralling-edge temperature for the blade
with a thermal conductivity of 15 Btu/(hr)(sq £t)(°F/ft) and five cool-
ant passages. Doubling the blade size had no appreciable effect on the
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Plade temperature distribution. These results indicated that a cool-
ant passage about oms-fourth inch from the trailing edge would probably
have the effect of keeping the tralling-edge temperature under the
limit set by current metals.

INTRODUCTION

The NACA 1s conducting an investigation of methods of cooling
gas turbines, Iincluding both indirect and direct blade coollng, in
order to show that the application of a proper method of cooling will
permit the use of gas temperatures higher than the approximate 1500° F
. limlt that current uncooled metals require. Indlrect blade cooling
was investigated in references 1 to 3. In reference 1, it was shown
that Indirect cooling and application of a ceramic coating near the
blade root ssction would have negligible effects inr the upper half
of a turbine blade unless metals with very large thermal conductiv-
itles are used. An increase In the cooling surface by the addition
of air-cooling fins to the turbine rotor (reference 2) showed that
the critical blade temperature could be reduced about 350° F. Rim
cooling, demonstrated in reference 3 in terms of turbine operating
conditions, showed that an increase of only 200° ¥ in the allowable
gas temperature could be obtalned for most turbine blades. Several
cooling methods were compared in reference 4, and the suggestion of
the good possibilities of direct cooling led to an extensive inves-
tigation of this type of cooling.

Liquid cooling was lnvestlgated in reference 5. A radial tem-
perature dlstribution near the coolant passages from turbine axis
to turbine blade tips was obtalned. ZEffects of variations in blade
length, coolant-passage length, type of coolant, and coolant flow
were studied. For water as coolant, with a flow of 6.42 pounds per
second and an average temperaturs of 200° F, the blade temperatures
near the coolant passages through most of the liquid-cooled part of
the blades were found to be only sbout one-fifth the effective gas
temperature. Another investigation was then made to determine blade
temperatures away from the coblant passages (reference 6). The rear
part of the blade was replaced by approximate shapes (wedge, rec-
tangle, and right prism), and temperature distributions through the
center of these revealed that temperatures nesr the blede trailing
edge approached the effective gas temperature. Because alr cooling
1s less complex than liquid cooling, direct cooling by air was inves-
tigated (reference 7). Although air cooling was found superior to
Indirect cooling, 1t did not offer as extensive posaibilities for
large gas-temperature increases as liguld cooling.
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In order to obtzin more informstlon concerning the temperature
distribution in a liguid-cooled turbine blade, a theoretical anal-
yeis of the temperature distribution through the cross ssction of
a water-cooled turbine blade of exact shape was made. The solution
of the differential equatlion that resulted was obtained by applying
the relaxation method. The purpose of the present report is to
present this analysis and its application to determine blade cross-
sectional temperaturs distributions. A comparison of the temper-
ature distributions through the cross section of the rear part of
a water-cooled turbine blade of exact shape with that of an approx-
imate shape is made for a set of chossn turbine operating conditions.
Temperature distributions are compared for a constant and variable
heat~transfer coefficient around the blade perimeter for a water-
cooled turbine blade with two coclant passages and a thermal con-~
ductivity of 15 Btu/(hr)(sq £t)(°F/rt). Temperature distributions
are also compared for thermel conductivities of 15 and 100 Btu/(hr)
(8q £t)(OF/ft) for the two-passege turbine blade. In order to deter-
mine the gain that would be obtesined by moving a coolant passage
nearer the trailing edge, the effect of the variation of the length -
of the rear part of the blade wcs invostigated foy sevural thermal
conductivities for the same size blade as that used above (two pas-
sages) but with five coolant passages, and for a double-plzed blads
with seven coolant passages. In each of the latter cases, the cool-
ant passage nearest the trailing edge has a 0,079-inch diameter,
the smallest practical size.

SYMBOLS
The following symbols are used in the analysis:
k  thermal conductivity of metal, Btu/(hr)(sq £t)(°F/ft)

q@; local heat-transfer coefficient between hot gases and metal,
Btu/(hr)(sq £t)(°F) :

4, heat-transfer coefficient between metal and coolant, Btu/(hr)
(sa £t£)(°F)

T metal temperature, (COF)
T, effective gas temperature,. (°F)
T, 1liquid-coolant temperature, (°F)

8 temperature difference, T, - T, (OF)
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ARALYSIS

This investigation was restricted to a turbine-blade croess sec-
tion and hence was two dimensional. Justification for this restric-
tion is presented In references 5 and 8., In reference 5 it 1s shown
that there is little or neo radial temperature change through most of
a liguld-cooled turbine blade. This fact is further verified by a
three -dimensional investigation in reference 6, which shows very
little blade-temperature change in the radial direction except near
the blade root; the heat flows directl; to the 1iquid coolant through-
out moat of the blade. . A

On the basis of this two-dimensional restriction, the tempera-
ture at any point on the-blade cross section may be found by solving
the Laplace differential equation given in terms of the temperature
difference 6

3% 3% _
32 358

where x and y are Cartesian coordinates. The outer-edge boundary
condition is .

39 _ % 5
on - k

end the coolant-passage boundary condition is

q
gg = o (Ty - Ty - 8)

where Ba/an denotes a partlal derivative normal to the boundary.

A solution to this problem was found by applying the relaxation
method (reference 8). Temperature estimates for the blade leading
edge were obtalined by a calculation of the temperature distribution
between concentric circles and for the trailing edge by a calculation
of the temperature distribution through a wedge of comparable dimen-
alons by the method used in reference 6. From thease estimates, and
approximations obtained from them by use of the boundary conditions,
valueg of 6 were found and inserted at each polnt of a square net-’
work of pointa. Residuals, which may be considered as interior heat
ginks, were then calculated for each net point and reduced in value
by a series of suitable changes in 6 at the net pointe. Each change
in @& at any point effected a redistributlion of residuals according
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to a fixed relaxzation pattern. Changes In € were calculated
until all residuals were reduced to minimum values. From these
revised values of 6, corresponding temperature valucs were
ingerted at each net point and lsotherms were drawn to show the
temperature dlstributlion through the turbimns-blade cross sectlon.

The local heat-transfer coefficlents around the blades were
determined by using Reynolds analogy between transfer of heat and
transler of momentum. Boundary-lasyer thecry was used to determine
the friction coefficlents for turbulent and laminar boundary layers.
In the process, it was necessary to determine the polnt of transi-
tion from the laminar to the turbulent boundary layer in the blade.
The methods of Squire (reference 9) for applylng recognized boundary-
layer theory in comblnation with Reynolds analogy to obtaln heat-
transfer coefficients over airfoll sghapes were in general used. No
attempt to explain the method of obtaining the local heat-transfer
coefficients other than tkat given ls made because the problem is
complete in itself and the detall was not needed for the purpose
of the present report.

The above analysls was applied to a specific turblne using a
gas Tlow of 55 pounds per second, an effective gas ltemperature of
2000° F, a coolant (water) flow of 6.42 pounds per second, and an
average coolant temperature of 200° F. For the given gas flow, the
average hot-gas-to-metal heat-transfer coefficlent was calctilated
by the methods of references 7 and 10 and found to be 217 Btu/(hr)
(eq £)(°F).

A turbine blade of constant cross-sectional area containing
two l/4-inch dismeter coolant passages and having a thermal conduc-
tivity of 15 Btu/(hr)(sq £t)(°F/ft) was considered first. The rear
part of ths blade was replaced by a wedge of comparable dimensions,
and a temperature distribution obtained for this wedge by the method
of reference 6. This distribution was then used as a first approxi-
mation to the temperature dlstribution along the meen line of the
rear part of the blade of exact sghape; the relaxatlion method was
applied, and a temperature distribution obtained for the exact blade
shape. The metal-to-coolant heat-transfer coefficient for the glven
coolant flow and passage dlameter was calculated by the methods of
reference 10 and was found to be 2370 Btu/(hr)(sq £t)(°F).

For this same blade, temperature distributions were obtalned for
a constant average and for a parimetric variable hot-gas-to-metal heat-
transfer coefficient In order to determins the effect of this variable
heat-transfer coefficient on the temperature distribution.
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A temperature distribution was obtalned for a two-passage blade
(as ebove), but with a thermal conductivity of 100 Btu/(hr)(sg ft)
(9F<ft) for the constant average heat-transfer coefficlent of 217 Btu/
(hr)(sq £5)(°F) so that a comparison betwesn this and a previously
found temperature distribution for a blade with athermal conductivity of
15 Btu/(hr)(sq £4)(°F/ft) could be made to determine the effect of
varying thermal conductivity on the blade temperature distribution.

The effect of the varietion of length of the rear part of the
blede was then Investigated. The same size blade, with five coolant
passages, was congidered. The distance from the tralling edge to the
nearogt coolant passages wes limited by minimum wall clearance end
minimm passage diameter. The metal-to-coolant heat-transfer coeffi-
clent for this passage was ceaelculated. by the method of referonce 10
and was found to be 2134 Btu/(hr)(sq £t)(°F). Thermal conductivities
of 15, 30, and 60 Btu/(hr)(sg £t )(°F/ft) were considered, and trailing-
edge temperatures wore obteined for various lengths of the rear part
of the blade,

A similar investlgation of trailing-edge temperatures for a
double-sized blade with seven coolant passages was made for the game
conditions as before, except that the metal-to-coolant heat-transfer
coefficlent in this case was found to be 2412 Btu/(hr)(sy £t)(°F).

RESULTS AND DISCUSSION

The cross section of the turbine blade containing two 1/4-inch
diameter coolant passages is shown in figure 1, together with the
perimetric variation of the hot-gas-to-metal heat-transfer coeffi-
cient. Values of this heat-tranafer coefficient varied from 390 Btu/
(hr)(sq £t)(°F) at the blade leading edge to 182 Btu/(hr)(sq £t)(°F)
near the blade trailing edge; i.e., the ratio of the greatest to the
least heat-transfer coefficients was approximately 2 to 1.

Figure 2 shows the temperature distribution through the two-
passage blade cross. section, calculated on the basis of the varlable
hot-~-gas~to-metal heat-tranefer coefficient. In spite of the large
heat~transfer coefficienta around the leading edge, the leading-edge
temperature remeined below 1200° F, The trailing-edge temperature,
however, was found to be 1700° F, or 300° F below the effective gas
temperature.

The temperature distribution obtained for ‘the same blade by use
of the constant average heat-transfer coefficient wes superimposed
on that based on the perimetric variable heat-tranafer coefficient
and is shown in figure 3. The effect of the use of the average
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conetant heat-transfer cosfficlent was a lowering of temperatures

by about 200° F near the blade leading edge, and a raising of the
trailing-edge temperaturs by gbout 75° F, Inasmuch as the leading-
edge temperatures are alreasdy sufficiently low for the use of cur-
rent metals, and because the increase in trailing-edgs temperaturs
was not excessive, 1t was concluded that the uae of the average
constant heat-transfer coefficient for further investigation would
result 1n good approximations for the blads temperaturse distributions
yot to be determinsd.

The effect of varying thermal conductivity is shown In figure 4
where the temperaturs distribution for the blade with a thermal con-
ductivity of 15 Btu/(hr)(sq £t)(°F/ft) is superimposed on that for
the blade with a thermal conductivity of 100 Btu/(hr)(eq £t)(°F/ft).
Use of the higher thermal conductivity resulted in a general lower-
ing of the blade temperatures ranging from a 300° F drop at the
leading edge to a 600° F drop at the trailing edge. The leading-
edge temperature for this higher-conductivity metal was found to be
660° F; the tralling-edge temperature was 1140° F.

Temperature distributions were obtainsd for the reax part of a
turbine blade of exact shape and for one approximated by a wedge.
A comparison of the resulte showed that the temperatures along the
axls of the wedge were in good agreement with -those along a mean
line in the rear part of the blads of exact shape. A maximom 4if-
ference of only 2° in 1140° F was found for the blade with a thermal
conductivity of 100 Btu/(hr)(sq ft)(°F/ft).

The calculations discussed in the preceding parsgraphs were all
obtained for an effective gas tempsrature of 2000° F. Adcording to
some German results, howsver, strong cooling of the blade lesding
edge would cool the boundary leysr in the trailing pert of the blads,
and a differsnce of several hundred degrses In sffective gas temper-
ature might result around the blade periphery. On this basis, the
tralling-edge temperatures as found above may be those corresponding
to an effective gas temperature somewhat higher than 2000° F near
the blade tralling part.

The turbine blade comteining £ive cooclant passages, used In
determining the effect of length of the reer part of the blade on
blade tempsrature dlstributions, is shown in figure 5. Maximum
length of the rear part of the blade is shown 1n this figure.
Results of the Investigations for turbine blades with f£ive coolant
passages are shown In figure 6. For the meximum length of the rear
part of the blade and a conductivity of 15 Btu/(hr)(sg ft)(CF/ft),
the trailling-edge temperature was asbout 1630° F; a reduction in
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length of the rear part of the blade from 0.365 inch to 0.240 inch
resulted in a trailing-edge temperature of about 1280° F. Doubling
the conductivity resulted in decreases of 250° F and 200° ¥, respec-
tively, in the trailing-edge temperatures for the maximum length of
the rear part of the blade (0.365 in.) and for a lenglth of the rear
pexrt of the blade of 0.240 inch. Further corresponding reductions
resulted from increasing the thermal condictivity to 60 Btu/(hr)

(sq £t)(°F/ft). The improvement in trailing-edge temperatures
obtained by moving a cooling pesssage nearer the tralling edge was
diminished because the ratio of. the heating area to the cooling aresa
is limited, and the metal-to-ccolent heat-transfer coefficlent
decreased with the decrease in coolant-pagsage dlameter,

Similar investigations were made for the double-sized blade
with seven coolant passages, shown with maximmm tell length in
figure 7. Results simlilar to those for the flve-passage blade were
obtained (fig. 8).

SUMMARY OF RESULTS

Application of the theoretical analysis of the tempersture dis-
tribution through a cross section of a water-cooled turhine bhlade to
a specific turbine revealed the following results:

1. The temperature distributions along the mean line of the rear
part of a turbine blade of exact shape may be accurately obtained by a
calculation of the temperature distribution through & wedge of com-
parshle dimensions, .

2. The temperature distribution through a cross section of &
congtant-area water-cooled turbine blade wes slightly changed by use
of a calculated variation in the hot-gas-to-metal heat-transfer coef-
ficlent instead cf a constant average hot gas-to-metal heat-tranafer
coefficisnt.

3. The temperature distribution through a cross section of a
water-cooled turbine blade was greatly responsive to changes in the
thermal conductivity of the metal.

4. A roduction in length of the rear part of the blade fram
0.365 inch to 0.240 inch reduced the trailling-edge btemperatures about
350° F for the five-passage blade with a thermal conductivity of
15 Btu/(hr)(sqg £t)(CF/t). .
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5. Blade size had no appreciable effect on the blade temper-.
ature distribution if additional coolling passages accompanied any
increase in blade size.

6. These results Indicated that & coolant passage about one-
fourth inch from the treiling edge would probably have the effect
of keeping the trailing-edge temperature under the limit set by
current metals.

Alrcraft Engine Research Leboratory,
National Advisory Commlttee for Aeronautics,
Cleveland, Ohilo.
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Thermal conductivity of metal k, 15 Btu/(hrif(sq fti(CF/ft); effective gas
temperature T, 2000° F; average water temperature T, 20° F,
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Figure 3, - Effect of varlation of hot-gas-to-metal heat-transfer coef-
ficient q;, on temperature distributlon through cross section of water-
cooied turbine blade. Thermal conductivity of metal k, 15 Btusihr)

{sq ftI(OF/tt); effective gas temperature Tes 2000° F; average water
temperature T,;, 200° F.
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transfer coefficient q;, 217 Btu/(hrlisq ft)(°F); effective gas tem-
perature T, 2000° F; average water temperature T, 200° F.
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Figure 7. - Cross section of water-cooleg turbine blade showing location
and size of seven coolant passages and blade dimensions with maximum
length of rear part of blade.
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